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Screw terminals

TYPICAL APPLICATIONS

Computer and peripherals, connector for cold/warm

conditions with earthing contact, rewireable

WIRING DIAGRAMAS

Power inlet connector 2-pole + earth

CUT OUT

With electric wire

GWT

850 °C

GWT NO FLAME (<2sec)

750 °C on demand
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Screw terminals
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Screw terminals

SCM81

10 A/ 250 VAC
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RoHS compliant

TYPICAL APPLICATIONS

Bathroom furniture

WIRING DIAGRAMAS

= ltalian 2-pole
= ltalian 2-pole + earth

CUT OUT

27x12 mm

GWT

850 °C

GWT NO FLAME (<2sec)

750 °C on demand

CUT OUT DRAWING
Y
19 19
z | ) | | |
X
a4 o4
N N
33 16.5 33 16.5
25 12.4 25 12.4
z X Y 0 9.7 b 9.7
0,2 0 1 1
075..125 124 *% 27,3 2, = —
125..20 12,4 ‘92 275 ©, L] ]
® O O 1) O O
20..30 12,4 "% 279 0 gl i r— | g« T——1
0..30 124 "% 27,9 J,
0,2 0 [I [I I] | I [I [I [I
+0,
30..40 124 *9% 281 ¢, R ; ) ;
| | | |
t 6.3X0.8 T t 6.3X0.8
26.8 12 26.8 12

%
-
©)]
i)
O
o)
c
c
o
@)
p
()
=
(@)
(i




